VISOR OVALADO

 Wide range of sizes
» High Pressure versions up to 25 Bar

» Low profile, clean-line design with
counter-sunk bolts

« Radius base flange available - for
flush fit with vessel interior

Application

For viewing liquid level and/or the
internals of vessels, silos, reactors etc

General

The base frame is welded onto or into
the vessel wall. Then the sightglass
plate together with two seals is firmly
bolted down by the cover frame and a
set of fastening bolts

Options

« Blind or through tappings for fixing
bolts

« Radiused Base Flange

Important

Please check the seal area after welding

in the base flange — to ensure that it is
even before inserting the seals & glass

Materials

Base Frame

Stainless Steel DIN1.4571 (316Ti),
DIN1.4435 (316L), DIN1.4404(316L) or
DIN1.4301(304)

Carbon Steel ST37-2

Cover Frame

Stainless Steel DIN1.4301(304) or
Carbon Steel STA7-2

Plain or Reflex Safety Glass

Borosilicate to DIN7081 (243°C max)
Sodalime to DIN8803 (100°C max)

Seals

MNon Asbestos Fibre Durlon 8500
Others available

Cover Bolts

Stainless Steel DIN912 A2-70
Zinc plated Carbon Steel DIN 912 8.8
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MNominal Pressure PN2.5
Size | Mounting Size View (mm) Ho, of M10 | Glags Dimensions
(rmmj} Balts {rmm}
A B Length | Width
1 265 118 200 0 8 T0M0 x 200
|2 241 118 275 &0 10 T0M0 = 295
3 416 116 A50 50 12 T0M0 = 370
4 481 116 425 50 14 T0M0 x 445
5 65 116 500 50 16 7010 x 520
G £41 116 875 0 18 7010 x 595
] Fizkl G fis] 20 22 TR0 x 745
MNominal Pressure PNE
Size | Mounting Size View [mim) Ho, of M10 | Glass Dimensions
{mm} Baolis {mmj)
A B | Length | Width
1 261 3] 195 30 10 50M0 =215
2_| 318 05 250 30 12 5010 x 270
3 ETR o6 J05 30 14 5010 = 325
i 426 o6 360 30 16 5010 x 380
8 481 o6 415 30 18 S0/10 x 435
G 535 o6 470 20 20 50110 x 490
B 45 o8 580 30 24 S0M0 x 600
Maominal Pressure PN10
Size | Mounting Size View [mm) He, of M10 | Glass Dimensions
{mmj} Baolis {mmj}
A B Length = Width
1 260 BO 198 18 12 35110 x 215
2 205 L=11] 243 18 14 J5M10 = 260
3 350 L=11] 288 18 16 510 = 305
4 385 B0 333 18 18 3510 x 350
5 440 B0 378 18 20 35010 x 395
[Z 485 B0 423 18 22 35110 x 440
B 575 B 513 18 26 A5M0 x 530
Mominal Pressure PMN25
Sire | Mounting Size WView (mim) Ho, of M10 | Glags Dimensions
{mmj} Baolis {mmj)
A | B | Length Width
1 186 B0 121 15 10 34117 x 140
2 | &0 145 15 10 34117 x 165
3 236 ao 171 15 12 3417 x 180
4 208 0] 23 15 14 34M7T x 280
5 326 B0 261 15 16 3417 x 280
[Z 36 B0 am 15 18 347 x 320
B B85 BO 321 15 18 3417 x 340

-

TECNO PRODUCTS, S.L.

CORDUCCION ¥ ERTANGUEIDAD DE FLUIDOS

Cf Pisuerga, 2 08028 - BAEEELCH‘-«IA
Telf, 92 448 39 22 - Fax 93 448 38 60

@

Wi tecno-products com
info@tecno-producs. com

575




